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ENGINEERING MANUAL

Variable Refrigerant Flow Split Compact DOAS
ZRND***DCRA Series 
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PROPRIETARY DATA NOTICE

A summary list of safety precautions is on page 4. 

© LG Electronics U.S.A., Inc.  All rights reserved.  
For continual product development, LG Electronics U.S.A., Inc., reserves the right to change specifications without notice.

This document, as well as all reports, illustrations, data, information,  
and other materials are the property of LG Electronics U.S.A., Inc., and are  

disclosed by LG Electronics U.S.A., Inc. only in confidence. 

This document is for reference and product application purposes only and 
does not constitute design, engineering, or installation services.

Technical materials such as submittals, catalogs, installation, 
owner’s, and service manuals are available at https://www.lghvac.com.

 
The product’s full Limited Warranty terms and conditions and 

arbitration requirements are available at https://www.lghvac.com.
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Indicates that this appliance uses a flammable refrigerant. If the refrigerant leaks and exposed to an external ignition 
source, there is a risk of fire.

Indicates a hazardous situation that, if not avoided, WILL RESULT IN DEATH OR SERIOUS INJURY.1

Indicates a hazardous situation that, if not avoided, COULD RESULT IN DEATH OR SERIOUS INJURY.1

Indicates a hazardous situation that, if not avoided, COULD RESULT IN MINOR OR MODERATE INJURY.1

Indicates information considered important, but not hazard-related; indicates situations that may result in equipment 
or property damage accidents.1

This symbol indicates an action that should not be performed.

DANGER

CAUTION

1Signal words, symbols, and definitions taken from American National Standards Institute (ANSI) Z535.6. See https://www.ansi.org/ for more  
information.

LG Electronic split system heating and air conditioning (HVAC) products now contain R32 refrigerant. While R32 refrigerant is slightly flammable, it 
has a higher efficiency, a lower Global Warming Potential (GWP) value, and is more environmentally friendly than R410A.
R32 Ozone Depletion Potential (ODP) Value: 0.
R32 Global Warming Potential (GWP) Value: 675.

The amount of refrigerant depends on outdoor unit to indoor unit configuration. All refrigerant piping system components (copper piping, joints, and 
other fittings) must be selected and installed to conform with Refrigeration Safety Regulation standards. Use LG Air Conditioner Technical Solution 
(LATS) Software to verify the refrigerant amount needed for each installation.

•	This HVAC system contains fluorinated greenhouse gases in the form of R32 refrigerant.  Do not leak refrigerant gas into the atmo-
sphere.

•	Only use R32 as the refrigerant in these HVAC systems. If other substances are added, it may cause an explosion. 
•	R32 refrigerant is slightly flammable. When handled properly, it does not leak. If the refrigerant leaks in the installation area and comes in 

contact with a flame, it may generate a fire and / or harmful gas.
•	If a leak occurs, immediately turn off any combustion devices, ventilate the installation area, and contact the dealer / contractor where the 

HVAC unit was purchased.  Do not operate the unit until the refrigerant leaked is repaired.

CAUTION
•	Piping wall thickness must comply with all applicable local, state, and federal regulations for the design pressures listed by the manufactur-

er.  Unapproved piping must not be used. 
•	To prevent piping from softening,  do not heat the piping more than necessary.

R32 Refrigerant
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NOMENCLATURE

ZRN D 20 3 DC

Electrical Ratings
3 = 208-220V, 60Hz, 1 Phase

Air Flow Rate (CFM)
09 = 900 CFM
15 = 1,500 CFM
20 = 2,000 CFM

Type
D = Dedicated Outdoor Air System (DOAS)

Family
ZRN =  Multi V Indoor Unit  
R32A Refrigerant

A

Generation: A

Chassis
DC = Type C (Compact DOAS)

R

Energy Recovery Wheel
R = Without Energy Recovery Wheel
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LG Air Conditioner Technical Solution (LATS) Software
A properly designed and installed refrigerant piping system is critical 
to the optimal performance of LG air-conditioning systems. To assist 
engineers, LG offers, free of charge, LG Air Conditioner Technical 
Solution (LATS) software—a total design solution for LG air condition-
ing systems. Contact your LG Rep for the best software program for 
your application.

To reduce the risk of designing an improper applied system or one that 
will not operate correctly, LG requires that LATS software be used on all 
projects.

Formats
LATS is available to LG customers in two user interfaces: LATS HVAC 
and LATS Revit. Both LATS formats are available through  
www.myLGHVAC.com, or contact an LG Sales Representative.

LATS HVAC is a Windows®-based application that aids engineers in 
designing LG Variable Refrigerant Flow (VRF), Multi F / Multi F MAX, 
Single-Zone, DOAS, and Energy Recovery Ventilator (ERV) systems.
*Windows® is a registered mark of Microsoft® Corporation.

LATS Revit integrates the LG LATS program with Revit® software**. It permits engineers to layout and validate LG VRF, Multi F / Multi F 
MAX, Single-Zone, and DOAS directly into Revit drawings.
**Revit® is a registered mark of Autodesk, Inc.

Features
All LG product design criteria have been loaded into the program, making LATS simple to use: double click or drag and drop the component 
choices. Build systems in Tree Mode where the refrigerant system can be viewed. Switch to a Schematic diagram to see the electrical and 
communications wiring.
LATS software permits the user to input region data, indoor and outdoor design temperatures, modify humidity default values, zoning, specify 
type and size of outdoor units and indoor units, and input air flow and external static pressure (ESP) for ducted indoor units. 

The program can also:
•	Import building loads from a separate Excel file.
•	Present options for outdoor unit auto selection.
•	Automatically calculate component capacity based on design  

conditions for the chosen region.
•	Verify if the height differences between the various system  

components are within system limits.
•	Provide the correct size of each refrigerant piping segment and LG 

Y-Branches and Headers.

•	Adjust overall piping system length when elbows are added.
•	Check for component piping limitations and flag if any parameters 

are broken.
•	Factor operation and capacity for defrost operation.
•	Calculate refrigerant charge, noting any additional trim charge.
•	Suggest accessories for indoor units and outdoor units.
•	Run system simulation.

Features depend on which LATS program is being used, and the type of system being designed. Contact your LG representative for the best soft-
ware program for your application.

LG AIR CONDITIONER
TECHNICAL SOLUTION (LATS)

Any field changes, such as re-routing, shortening or lengthening a pipe segment, adding or eliminating elbows and/or fittings, 
re-sizing, adding, or eliminating indoor units, changing the mounting height, or moving the location of a device or fitting 
during installation must be done with caution and ALWAYS VERIFIED in LATS SOFTWARE BEFORE supplies are purchased 
or installed. Doing so will lead to a more profitable installation, reduce the potential for rework, and will reduce the potential 
for multiple visits to the job site to complete the system set up.

Figure 1: LATS Example (Tree Diagram; Illustrative Purposes Only. 
System will Vary Depending On Model).
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LG AIR CONDITIONER
TECHNICAL SOLUTION (LATS)

LATS Generates a Complete Project Report
LATS software also generates a report containing project design parameters, cooling and heating design data, system component perfor-
mance, and capacity data. The report includes system combination ratio and refrigerant charge calculations; and provides detailed bill of 
material, including outdoor units, indoor units, control devices, accessories, refrigerant pipe sizes segregated by building, by system, by pipe 
size, and by pipe segments. LATS can generate an Excel GERP report that can be imported into the LG SOPS pricing and ordering system.

Proper Design to Install Procedure
LG encourages a two report design-to-install-procedure. After the design engineer determines building / zone loads and other details, the 
engineer opens the LATS program and inputs the project’s information. When the design is complete, the “Auto Piping” and “System Check” 
functions must be used to verify piping sizes, limitations, and if any design errors are present. If errors are found, engineers must adjust the 
design, and run Auto Piping and System Check again. When the design passes the checks, then the engineer prints out a project “Shop 
Drawing” (LATS Tree Diagram) and provides it to the installing contractor. The contractor must follow the LATS Tree Diagram when building 
the piping system, but oftentimes the design changes on the building site: 

•	Architect has changed location and/or purpose of room(s).
•	Outdoor unit cannot be placed where originally intended.
•	Structural elements prevent routing the piping as planned.
•	Air conditioning system conflicts with other building systems (plumbing, gas lines, etc.).

The contractor must mark any deviation from the design on the Shop Drawing, including as-built straight lines and elbows. This “Mark Up” 
drawing must be returned to the design engineer or Rep, who must input contractor changes into the LATS file. (Copy the original LATS soft-
ware file, save and rename as a separate file, and modify all piping lengths by double-clicking on each length and editing information.) Like 
the shop drawing, the Auto Piping and System Check must also be run on this new “As Built” drawing. The design engineer or Rep must then 
provide the final As Built file to the contractor. The Mark Up version must be compared to the As Built version for: 

•	Differences in pipe diameter(s). If incorrect diameters have been installed, the piping must be changed out. If pipe diameters have changed, 
check if Y-Branches will also need to be changed.

•	Changes to outdoor unit and indoor unit capacities. Capacities changes will impact line length changes.  
•	Additional refrigerant charge quantity (“Trim Charge”). Trim charge will change if piping lengths and diameters change. The As Built version 

must reflect installed piping lengths to ensure correct trim charge.

All documents submitted by the contractor, as well as the Shop Drawing and the As Built Drawing files must be provided for commissioning 
purposes. Model and serial numbers for all system components must also be submitted. If the steps previously detailed are not followed, 
and all documents are not provided to the commissioning agent, the project runs the risk of not being commissioned and voiding any limited 
warranty LG offers on the equipment.

Features depend on which LATS program is being used, and the type of system being designed. Contact your LG representative for the best soft-
ware program for your application.
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REFRIGERANT CHARGE WORKSHEET

DANGER
•	Refrigerant gas is heavier than air and replaces oxygen. A massive leak will result in oxygen depletion, especially in basements, and an 

asphyxiation hazard will result in serious injury or death. 
•	If refrigerant gas leaks during installation, ventilate the area immediately. Refrigerant gas will result in producing toxic gas if it comes into 

contact with fire. Exposure to this gas will result in severe injury or death.

•	Refrigerant cannot be charged until field wiring has been completed. Improper installation could result in physical injury and / or death.
•	Refrigerant must only be charged after performing the leak test and the vacuum drying. Improper installation could result in physical injury 

and / or death.
•	When charging a system, take care that its maximum permissible charge is never exceeded. Improper installation could result in physical 

injury and / or death.
•	Charging with an unsuitable substance can cause explosions and accidents, so always ensure that the appropriate R32 refrigerant is used. 

Improper installation could result in physical injury and / or death.
•	Refrigerant cylinders must be opened slowly. Improper installation could result in physical injury and / or death.
•	Always use protective gloves and eyewear when charging refrigerant. It could result in physical injury and / or death.
•	When the refrigerant system is to be opened, refrigerant must be treated according to the applicable local, state, and federal codes. Improp-

er installation could result in physical injury and / or death.
•	To avoid compressor breakdown, do not charge the refrigerant more than the specified amount. Improper installation could result in 

physical injury and / or death.

Refrigerant Charge Worksheet
The calculation of the additional charge should take into account the length of pipe and Correction Factor (CF) value of DOAS unit.

System Tag or ID____________________
Job Name: __________________________________________

Project  Manager: ____________________________________     Date: ______________

Line No. Description Chassis I.D. Size Quantity CF (Ref.)1 Total (lbs.)
1 Linear feet of 1/4" liquid line2 0.013
2 Linear feet of 3/8" liquid line2 0.036
3 Linear feet of 1/2" liquid line2 0.069
4 Linear feet of 5/8" liquid line2 0.103
5 Linear feet of 3/4" liquid line2 0.158
6 Linear feet of 7/8" liquid line2 0.210
7 Linear feet of 1" liquid line2 0.284
8 Split Compact DOAS ZRND093DCRA 70k 5.49
9 Split Compact DOAS ZRND153DCRA 120k 5.49

10 Split Compact DOAS ZRND203DCRA 143k 5.49
11 ADDITIONAL Refrigerant Charge Required (Sum of lines 1-10)

12 Outdoor Unit Factory Refrigerant Charge

12A ZRUM072*TE6 72k 16.53
12B ZRUM096*TE6 96k 20.94
12C ZRUM121*TE6 121k 20.94
12D ZRUM144*TE6 144k 26.46
12E ZRUM168*TE6 168k 26.46
12F ZRUM192*TE6 192k 30.86
12G ZRUM216*TE6 216k 37.48
12H ZRUM241*TE6 241k 37.48
12I ZRUM264*TE6 264k 37.48

13 Total ODU FACTORY Refrigerant Charge 
(Sum of factory refrigerant charges for all ODUs in the system, lines 12A – 12I)

14 TOTAL SYSTEM CHARGE
Sum of Additional Refrigerant Charge Required (line 11) and Total ODU Factory Refrigerant Charge (line 13)

1CF (Ref.) = Correction Factor for Refrigerant Charge.  2For refrigerant charge purposes, consider only the liquid line; ignore the vapor line(s).
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STANDARD FEATURES AND BENEFITS /  
FIELD OPTIONS

Standard Features and Benefits
LG R32 Split Compact Dedicated Outdoor Air System (DOAS) units provide 100% outdoor air in heating, cooling, and dehumidification 
modes. Working with LG VRF systems, the LG R32 Split Compact DOAS unit optimizes energy savings and performance. 

The DOAS provides many benefits, including:  
•	Solution for high rise buildings with ceiling mounted applications.
•	Airflow range from 500 ~ 900 CFM (ZRND093DCRA), 1,000 ~ 1,500 CFM (ZRND153DCRA), and 1,000 ~ 2,000 CFM (ZRND203DCRA). 
•	Air handler controller senses high outdoor air humidity and provides dehumidification mode.
•	Reheat coil allows heating of dehumidified air to room neutral temperatures.
•	Varying outdoor air temperatures can be conditioned using energy efficient LG VRF technology.
•	Factory-installed heat recovery unit for hot gas reheat.
•	Modulating hot gas reheat coil for dehumidification mode.
•	Direct drive supply fan with an Electronically Commutated Motor (ECM).
•	Microprocessor controller connectible to AC Smart or ACP central controllers.
•	BACnet® IP, Modbus® Control Protocol. (BACnet is a registered trademark of ASHRAE. Modbus is a registered trademark of Schneider 

Electric USA, Inc.)
•	Web access to controller.
•	2” MERV 8 supply for models ZRND093DCRA, ZRND153DCRA and ZRND203DCRA.
•	Heat pump operation down to 14°F without heater.
•	Split Compact DOAS is equipped with discharge sensor; option to install a field-mounted duct temperature sensor if desired.
•	Flexible design allows matching the outdoor unit to meet local outdoor air design conditions.
•	Dehumidification mode is initiated based on adjustable outdoor air dew point temperature set-points.
•	Bottom access for easy service and maintenance.
•	Double water drainage structure (gravity drainage, drain pump).
•	R32 refrigerant leak sensor.

Field Options
•	Supply Duct Air Temperature Sensor (field supplied).
•	Supply Duct Air Humidity Sensor (field supplied).
•	Space Temperature Sensor (field supplied).
•	Space Humidity Sensor (field supplied).
•	Space CO2 Sensor (field supplied).
•	Differential Pressure Sensor (for filter replacement signal, field supplied).
•	2” MERV 13 filters (field supplied).

Split Compact DOAS can only use filters with ≤2" thickness.

•	Wiring diagrams can be found on the inside of the control cabinet access panel.
•	Performance data for each unit will vary depending on entering air temperatures, design leaving air temperatures, and airflow rates. LG 

LATS HVAC Software must be used for each application to generate accurate performance data.
•	See the LG Split Compact DOAS Installation manual for details on mounting, etc. 
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MECHANICAL SPECIFICATIONS

Split Compact Dedicated Outdoor Air  
Systems (DOAS)
Casing
•	Materials: SGCC Z22 Galvanized steel (18 gauge).
•	Internal Assemblies: 18 gauge SGCC Z22 Galvanized steel, except 

for motor support (14 Gauge).
•	Cabinet Insulation: FORM PE (Thermal resistance R1.40, thick-

ness 0.39 inch).
•	Split Direct Exchange (DX) System: Unit is combined only with air-

source Multi V 5 heat recovery outdoor unit(s).
•	Control and Diagnostics: System is controlled by a Microprocessor 

controller that indicates both owner-supplied settings and fault 
conditions that may occur.

The Microprocessor controller is programmed to indicate the follow-
ing faults:
•	Supply Fan Motor Alarm
•	Outdoor Unit Alarm
•	Supply Air Temperature Sensor out of range
•	Outdoor air temperature/humidity sensor out of range
•	Space Temperature/Humidity sensor out of range
•	Cold coil leaving air temperature sensor out of range

Sensors are considered to be part of various optional operation-
al modes or device controllers, and are to be field supplied and 
installed as specified by the design engineer.
•	Factory-Installed Sensors
1.	 Supply Air Temperature Sensor
2.	 Outdoor Air Temperature Sensor
3.	 Outdoor Air Humidity Sensor

Blower and Motor
•	Supply Air Blower Assemblies: Blower assembly consists of an 

electric motor and direct-drive fan(s). Assembly is mounted on 
heavy gauge galvanized steel rails. Blower motor(s) is / are capa-
ble of continuous speed modulation, and is / are and controlled by 
an Inverter fan motor PCB.

•	Blower Section Construction Supply Air: Direct drive motor and 
blower is assembled on a 13 gauge galvanized steel platform.

•	Blower Assemblies: Assemblies are statically and dynamically 
balanced and designed for continuous operation at maximum rated 
fan speed and horsepower.

•	Fan: Direct Drive, LG 3D Plug fan with painted steel wheels, 
statically and dynamically balanced, and Air Movement and Control 

Association International, Inc. (AMCA) certified for air and sound 
performance.

•	Blower Section Motor Source Quality Control: Blower performance 
is factory tested for flow rate, pressure, power, air density, rotation 
speed and efficiency. Ratings are to be established in accordance 
with AMCA 210, “Laboratory Methods of Testing Fans for Rating.”

•	Blower Motor is an Electronically Commutated (EC) Motor. Supply 
Fan Motor enables Auto CFM modulation or RPM control (40-
100% for ZRND093DCRA, or 50-100% for ZRND153DCRA and 
ZRND203DCRA). Microprocessor controller could set Direct CFM 
value and supply fan motor will modulating to follow the target CFM 
value.

Filter
The outdoor air filter is two-2-inch thick pleated filter panel with 
MERV 8 rating (factory supplied for models ZRND093DCRA, ZRND-
153DCRA and ZRND203DCRA). A 2-inch MERV 13 filter is a field 
provided option.

Microprocessor Controls
The unit is constructed so that it can function as a stand-alone 
heating and cooling system controlled by factory-supplied controllers 
and sensors, or it can be operated as a heating and cooling system 
controlled by a Building Management System (BMS). The unit is con-
trolled by a factory-installed microprocessor programmable controller 
that is connected to various field optional sensors. 
•	Supply fan is configured for Constant Volume by advanced control 

sequence.
•	Capacity Control: Unit enable to control air volume by Percent-

age (which is exchanged with RPM value). 
•	CFM Modulation: The fan speed is controlled using a micropro-

cessor, and can be field adjusted from the factory setting to com-
pensate for a limited amount of additional resistance to airflow 
caused by field connected ductwork or other airflow restricting 
devices.

•	Optional: Network Control, CO2 Control (Sensor to be supplied at 
field).

•	Field-Supplied Sensors (optional)
1.	 Supply Duct Air Temperature Sensor
2.	 Supply Duct Air Humidity Sensor
3.	 Space Temperature Sensor
4.	 Space Humidity Sensor
5.	 Space CO2 Sensor

Figure 2: Split Compact DOAS.
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MECHANICAL SPECIFICATIONS

•	Operating Protocol: The microprocessor controller is factory-pro-
grammed for Modbus, BACnet IP. 

•	Embedded web page with complete web user interface to allow full 
remote control and monitoring of unit.

•	Alarm Recording: Controller stores all alarm events for download.

Main Coil
The main coil uses R32 refrigerant and is (silver) soldered or brazed 
into the compressed refrigerant system. It is constructed of copper 
tubing, permanently bonded to aluminum fins, and enclosed in a 
SGCC galvanized steel frame. Fin design is sine wave rippled. An 
electronic expansion valve (EEV) regulates the flow of refrigerant.

Reheat Coil
The reheat coil uses R32 refrigerant. It is (silver) soldered or brazed 
into the compressed refrigerant system. Coil is constructed of copper 
tubing, permanently bonded to aluminum fins and enclosed in a 
SGCC steel frame. Coil has a factory-installed modulating hot gas 
reheat valve.

Condensate Pan
The unit includes a sloped drain pan that is an integral part of the 
unit. Pan is formed of welded 18 gauge SGCC steel with proprietary 
pre-painted material. Drain pan is sloped in one direction to provide 
positive draining and the drain connector is sealed at the penetration 
through the cabinet wall.

Refrigerant Leak Detection
The Split Compact DOAS contains an R32 refrigerant leak sensor. 
The sensor is designed to control optional refrigerant piping shutoff 
valves if a leak is detected. Shutoff valve units are available as a 
separate LG accessory or included as components in LG Heat Re-
covery Unit accessories. The sensor can enable four individual con-
troller displayed error codes for leak detection (CH230), sensor fault 
(CH228), 6 months life remaining (CH236) and end of life (CH229).

Table 1: Refrigerant Leak Sensor Specifications.
Item Specification

Refrigerant R32
Detection Concentration 5,000 ppm

Power Supply DC 5V
Operating Temperature -25 to +140°F

Lifetime 10 years
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GENERAL DATA

Unit Model No. ZRND093DCRA ZRND153DCRA ZRND203DCRA
Cooling Mode Performance
Total Cooling Capacity (Btu/h) 70,000 120,000 143,100
Hot Gas Reheat Capacity (Btu/h) 13,000 24,000 30,000
Moisture Removal Capacity (lb. / h) 33 55 67

Heating Mode Performance
Capacity (Btu/h) (Main Coil) 40,000 51,000 59,900

Entering Air
Cooling Maximum (°F, D.B. / W.B.) 122 / 80 122 / 80 122 / 80
Heating Minimum (°F, D.B.) 14 14 14

Unit Data
Refrigerant Type1 R32 R32 R32
Refrigerant Control EEV EEV EEV
Sound Power dB(A)2 60 74 72
Net Unit Weight (lbs.) 348 403 403
Shipping Weight (lbs.) 388 443 443
Communication Cable from DOAS to Main ODU 

(No. x AWG)3 4 x 18 4 x 18 4 x 18

Fan
Type Sirocco 3D Plug 3D Plug
Motor (HP / W) 0.33 / 250 1 / 750 1 / 750
Motor / Drive ECM / Direct ECM / Direct ECM / Direct
Airflow Rate (CFM) 900 1,500 2,000
External Static Pressure (in. w.g.) 1.0 2.0 1.5
Airflow Range (CFM) 500-900 900 – 1,500 900 – 2,000

Piping
Liquid Connection Size (in., O.D.) 3/8 1/2 1/2
High Pressure Vapor Connection Size (in., O.D.) 5/8 3/4 7/8
Low Pressure Vapor Connection Size (in., O.D.) 3/4 1-1/8 1-1/8
Condensate Drain 
(in.)

Drain Pump (in., I.D.) 1 1 1
Gravity (in.,O.D.) 1 1 1

Filter
Outdoor 2” Merv 8 (25” x 20”) x 2 2" Merv 8 (25" x 20") x 2 2" Merv 8 (25" x 20") x 2

Table 2: Split Compact DOAS General Data.

EEV - Electronic Expansion Valve 
ECM - Electronically Commutated Motor
Power Supply (V/Hz/Ø): 208-230/60/1 
Power wiring is field supplied and must comply with the applicable local and national codes. 
This data is rated 0 ft. above sea level, with 25 ft. of refrigerant piping per coil.
Main Coil Cooling Capacity Rating obtained with entering air of 95°F D.B. / 75°F W.B. and leaving air of 
52.9°F D.B. / 52.5°F W.B.
Main Coil Heating Capacity Rating obtained with entering air of 44°F D.B. and leaving air of 70°F D.B. 
Reheat Coil Heating Capacity Rating obtained with entering air of 54°F D.B. and leaving air of 75°F D.B.

1Take appropriate actions at the end of HVAC equipment life to recover, recycle, reclaim or destroy R32 
refrigerant according to applicable regulations (40 CFR Part 82, Subpart F) under section 608 of CAA.
2Sound power levels are tested under AHRI 260 Standard.
3Communication cable from the DOAS unit to the Main Outdoor Unit is field supplied, and is to be 
minimum 18 AWG x 4-conductor wires, twisted, stranded, shielded and must comply with all applicable 
local and national codes. Ensure the communication cable is properly grounded at the Main Outdoor 
Unit only. Do not ground the outdoor unit to DOAS unit communication cable at any other point. 
4If an ACP and / or AC Smart is / are connected to the DOAS, both need field-supplied communication 
cable that is / are a minimum 18 AWG x 2-conductor, twisted, stranded, shielded that complies with all 
applicable local and national codes. 

Actual discharge air temperatures may vary from discharge air temperature set-point due to changes in outdoor air processing loads.
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ELECTRICAL AND ACOUSTIC DATA

Electrical Data
Table 3: Split Compact DOAS Electrical Data.

Model Power Supply FLA MCA MOPHz Volts Voltage Range Phase
ZRND093DCRA

60 208-230 187-253 1
2.0 2.5 15

ZRND153DCRA 5.8 7.5 15
ZRND203DCRA 6.0 7.5 15

MCA : Minimum Circuit Ampacity. MOP : Maximum Overcurrent Protection: (Largest motor FLA x 2.25) + (Sum of other motor FLA) rounded 
down to the nearest standard fuse size. 

Table 4: ARND093DCR4 500 CFM Sound Power Data (@0.2 ESP). 
Acoustic Data

Model Rating E.S.P CFM Sound Power Level, Lw (dB one reference picowatt)
63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz

ARND153DCR4, 
ARND203DCR4

Ducted Inlet
0.96 1,211

70.9 68.2 62.4 58.8 53.9 50.9 42.5 39.5
Casing Radiated 65.3 68.2 62.0 62.4 63.0 60.5 55.4 52.3

Ducted Outlet 71.3 68.2 67.0 64.1 66.3 61.0 48.8 43.5

Model Rating E.S.P CFM Sound Power Level, Lw (dB one reference picowatt)
63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz

ARND153DCR4
Ducted Inlet

1.96 1,516
76.9 72.1 71.7 68.7 61.7 58.7 52.7 49.8

Casing Radiated 76.9 79.6 71.1 69.3 69.7 67.8 65.0 63.2
Ducted Outlet 80.3 72.6 79.5 72.6 72.9 67.5 61.2 54.5

Model Rating E.S.P CFM Sound Power Level, Lw (dB one reference picowatt)
63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz

ARND203DCR4
Ducted Inlet

1.5 2,023
71.9 70.3 74.8 68.1 60.2 58.6 53.6 49.7

Casing Radiated 73.5 73.2 70.0 67.5 67.1 65.1 63.0 59.5
Ducted Outlet 72.5 77.3 82.9 72.7 72.3 67.4 60.5 54.7

Model Rating E.S.P CFM Sound Power Level, Lw (dB one reference picowatt)
63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz

ARND093DCR4
Ducted Inlet

0.2 500
39.8 47.5 51.7 57.6 56.8 51.9 45.2 32.5

Casing Radiated 33.5 35.8 40.9 50.0 47.2 43.8 36.3 25.8
Ducted Outlet 55.5 51.6 54.2 59.0 57.6 54.0 48.5 37.1

Model Rating E.S.P CFM Sound Power Level, Lw (dB one reference picowatt)
63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz

ARND093DCR4
Ducted Inlet

0.64 900
43.6 48.2 54.7 58.9 60.0 55.4 48.5 36.3

Casing Radiated 36.2 40.6 43.8 50.0 51.6 48.1 39.7 28.7
Ducted Outlet 70.9 66.8 58.8 62.1 62.7 59.6 56.1 48.0

Table 5: ARND093DCR4 900 CFM Sound Power Data (@0.64 ESP). 

Table 6: ARND153DCR4 and ARND203DCR4 1,200 CFM Sound Power Data (@0.96 ESP).

Table 7: ARND153DCR4 1,500 CFM Sound Power Data (@1.96 ESP).

Table 8: ARND203DCR4 2,000 CFM Sound Power Data (@1.5 ESP).
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DIMENSIONS
ZRND093DCRA

ZRND093DCRA
[Unit : Inch(mm)]

1.4(35.6)

3(76.2)
17.6(447)

22.3(566.4)

23.2(589.3)

9.2(233.7)

10.6(269.2)

11.7(297.2)

12.0(304.8)

14.7(373.4)
18.1(459.7)

14.3(363.22)

6.5(165.1)

16.5(419.1)
7.4(188)

37.4(950)

46.2(1173.5)

48.9(1242.1)

77.2(1960.9)

76.2(1935.5)

9.8(249)

Ø1.2 Wiring Entry

OA Filter Section

Control Box SectionCycle Section

OA Filter Section

Low Pressure Vapor Line
High Pressure Vapor Line

Liquid Line
Drain Line(Drain Pump)

Fan Motor Assembly Section

Drain Line  
(Gravity)
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ZRND153DCRA, ZRND203DCRA 
DIMENSIONS

ZRND153DCRA, ZRND203DCRA 
[Unit : Inch(mm)]

1.4(35.6)

3(76.2)
17.4(442)

22.3(566.4)
23.2(589.3)

9.2(233.7)

10.6(269.24)

11.7(297.2)

12(304.8)
14.7(373.4)

18.1(259.7)

14.3(363.2)

6.5(165.1)

16.5(419.1)
7.4(188)

37.4(950)

46.2(1173.5)

48.9(1242.1)

77.2(1960.9)
76.2(1935.5)

53.8(1366.5)

Ø1.2 Wiring Entry

OA Filter Section

Control Box SectionCycle Section

OA Filter Section

Low Pressure Vapor Line

High Pressure Vapor Line

Liquid Line
Drain Line(Drain Pump)

Fan Motor 
Assembly Section

Drain Line  
(Gravity)
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WIRING DIAGRAM
ZRND093DCRA
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WIRING DIAGRAM
ZRND153DCRA, ZRND203DCRA 
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REFRIGERANT PIPING DIAGRAM (COOLING)
ZRND093DCRA, ZRND153DCRA, ZRND203DCRA 

Refrigerant Piping Diagram (Cooling)

Table 9: ZRND093DCRA, ZRND153DCRA, and ZRND203DCRA Refrigerant Pipe Connection Port Diameters.

Thermistor Type Description
TH1 Air Outdoor Air Thermistor
TH2 Air Mixed Air Thermistor (After E/Heater)
TH3 Air Main Coil 1 Thermistor
TH4 Air Main Coil 2 Thermistor
TH5 Air Supply Air Thermistor
TH6 Pipe Liquid Pipe Thermistor
TH7 Pipe SC In Thermistor
TH8 Pipe SC Out Thermistor
TH9 Pipe Main Coil In Thermistor

TH10 Pipe Main Coil Out Thermistor
TH11 Pipe Reheat Coil In Thermistor
TH12 Pipe Reheat Coil Out Thermistor

Humid1 - Outdoor Air Humidity Sensor

Model Liquid (in., O.D.) High Pressure Vapor (in., O.D.) Low Pressure Vapor Size (in., O.D.)
ZRND093DCRA 3/8 Brazed 5/8 Brazed 3/4 Brazed
ZRND153DCRA 1/2 Brazed 3/4 Brazed 1-1/8 Brazed
ZRND203DCRA 1/2 Brazed 7/8 Brazed 1-1/8 Brazed

Table 10: ZRND093DCRA, ZRND153DCRA, and ZRND203DCRA Thermistors.

High Temperature High Pressure Vapor

High Temperature High Pressure Liquid

Low Temperature Low Pressure Vapor

M

Airflow

Fan

Reheat coil

TH5

TH7
TH6

TH8

TH9

TH1 HUMID1

TH2

TH12

TH10

TH3 TH4
TH11

Main coil

Airflow

EEV

EEV

EEV

EEV

TH1~TH5: Air Thermistor

TH6~TH12: Pipe Thermistor Solenoid valve Check Valve Strainer Muffler

Humid1: Air Humidity Sensor

Sirroco Fan (ZRND093DCRA) or
3D Plug Fan (ZRND153DCRA, ZRND203DCRA) 
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REFRIGERANT PIPING DIAGRAM (DEHUMID.)
ZRND093DCRA, ZRND153DCRA, ZRND203DCRA 

Table 11: ZRND093DCRA, ZRND153DCRA, and ZRND203DCRA Refrigerant Pipe Connection Port Diameters.

Thermistor Type Description
TH1 Air Outdoor Air Thermistor
TH2 Air Mixed Air Thermistor (After E/Heater)
TH3 Air Main Coil 1 Thermistor
TH4 Air Main Coil 2 Thermistor
TH5 Air Supply Air Thermistor
TH6 Pipe Liquid Pipe Thermistor
TH7 Pipe SC In Thermistor
TH8 Pipe SC Out Thermistor
TH9 Pipe Main Coil In Thermistor

TH10 Pipe Main Coil Out Thermistor
TH11 Pipe Reheat Coil In Thermistor
TH12 Pipe Reheat Coil Out Thermistor

Humid1 - Outdoor Air Humidity Sensor

Model Liquid (in., O.D.) High Pressure Vapor (in., O.D.) Low Pressure Vapor Size (in., O.D.)
ZRND093DCRA 3/8 Brazed 5/8 Brazed 3/4 Brazed
ZRND153DCRA 1/2 Brazed 3/4 Brazed 1-1/8 Brazed
ZRND203DCRA 1/2 Brazed 7/8 Brazed 1-1/8 Brazed

Table 12: ZRND093DCRA, ZRND153DCRA, and ZRND203DCRA Thermistors.

Refrigerant Piping Diagram (Dehumidification)
High Temperature High Pressure Vapor

High Temperature High Pressure Liquid

Low Temperature Low Pressure Vapor

M

Airflow

Fan

Reheat coil

TH5

TH7
TH6

TH8

TH9

TH1 HUMID1

TH2

TH12

TH10

TH3 TH4
TH11

Main coil

Airflow

Filter

EEV

EEV

EEV

EEV

TH1~TH5: Air Thermistor

TH6~TH12: Pipe Thermistor Solenoid valve Check Valve Strainer Muffler

Humid1: Air Humidity Sensor

Sirroco Fan (ZRND093DCRA) or
3D Plug Fan (ZRND153DCRA, ZRND203DCRA) 



21

Product D
ata

Due to our policy of continuous product innovation, some specifications may change without notification. 
© LG Electronics U.S.A., Inc., Englewood Cliffs, NJ. All rights reserved. “LG ” is a registered trademark of LG Corp.

REFRIGERANT PIPING DIAGRAM (HEATING)
ZRND093DCRA, ZRND153DCRA, ZRND203DCRA 

Table 13: ZRND093DCRA, ZRND153DCRA, and ZRND203DCRA Refrigerant Pipe Connection Port Diameters.

Thermistor Type Description
TH1 Air Outdoor Air Thermistor
TH2 Air Mixed Air Thermistor (After E/Heater)
TH3 Air Main Coil 1 Thermistor
TH4 Air Main Coil 2 Thermistor
TH5 Air Supply Air Thermistor
TH6 Pipe Liquid Pipe Thermistor
TH7 Pipe SC In Thermistor
TH8 Pipe SC Out Thermistor
TH9 Pipe Main Coil In Thermistor

TH10 Pipe Main Coil Out Thermistor
TH11 Pipe Reheat Coil In Thermistor
TH12 Pipe Reheat Coil Out Thermistor

Humid1 - Outdoor Air Humidity Sensor

Model Liquid (in., O.D.) High Pressure Vapor (in., O.D.) Low Pressure Vapor Size (in., O.D.)
ZRND093DCRA 3/8 Brazed 5/8 Brazed 3/4 Brazed
ZRND153DCRA 1/2 Brazed 3/4 Brazed 1-1/8 Brazed
ZRND203DCRA 1/2 Brazed 7/8 Brazed 1-1/8 Brazed

Table 14: ZRND093DCRA, ZRND153DCRA, and ZRND203DCRA Thermistors.

Refrigerant Piping Diagram (Heating)
High Temperature High Pressure Vapor

High Temperature High Pressure Liquid

Low Temperature Low Pressure Vapor

M

Airflow

Fan

Reheat coil

TH5

TH7
TH6

TH8

TH9

TH1 HUMID1
TH2

TH12

TH10

TH3 TH4
TH11

Main coil

Airflow

EEV

EEV

EEV

EEV

TH1~TH5: Air Thermistor

TH6~TH12: Pipe Thermistor Solenoid valve Check Valve Strainer Muffler

Humid1: Air Humidity Sensor

Sirroco Fan (ZRND093DCRA) or
3D Plug Fan (ZRND153DCRA, ZRND203DCRA) 



PERFORMANCE DATA
Fan Curves on page 23
Cooling / Heating / Dehumidification Data on page 25



23

Perform
ance D

ata

Due to our policy of continuous product innovation, some specifications may change without notification. 
© LG Electronics U.S.A., Inc., Englewood Cliffs, NJ. All rights reserved. “LG ” is a registered trademark of LG Corp.

FAN CURVES
ZRND093DCRA, ZRND153DCRA, ZRND203DCRA Constant Airflow Rate Control

Figure 3: ZRND093DCRA Airflow Rate Change by External Static 
Pressure. 

Split Compact DOAS units include electronically commutated motor (ECM) fan motors, which automatically adjust the fan speed to maintain the 
same airflow rate, regardless of external static pressure.

Figure 4: ZRND153DCRA and ZRND203DCRA Airflow Rate Change by 
External Static Pressure. 
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FAN CURVES
ZRND093DCRA, ZRND153DCRA, ZRND203DCRA Constant RPM Control

Figure 5: ZRND093DCRA DOAS P-Q Curves
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Table 15: ZRND093DCRA (900 CFM) Cooling Capacity. 

Outdoor Temperature DOAS
DB, °F TC (kBtu) Supply Air Temperature (°F)

14 73.7 90
18 70.2 90
21 66.6 90
23 65.0 90
27 61.3 90
30 58.0 90
32 56.2 90
34 54.4 90
36 52.7 90
39 49.2 90
41 47.4 90
43 45.7 90
47 41.5 90
50 38.6 90
54 35.2 90
57 31.7 90
61 28.1 90

Table 16: ZRND093DCRA (900 CFM) Heating Capacity. 

Outdoor Air 
Temperature

(DB, °F)

Outdoor Air Temperature (WB, °F)
58 61 64 67 70 73 75 78

TC SHC TC SHC TC SHC TC SHC TC SHC TC SHC TC SHC TC SHC
kBtu/h kBtu/h kBtu/h kBtu/h kBtu/h kBtu/h kBtu/h kBtu/h

65 16.7 16.7 29.3 16.4 43.0 16.4 - - - - - - - - - -
70 25.2 25.2 28.0 24.9 42.7 24.9 57.3 24.9 - - - - - - - -
75 33.4 33.4 33.4 33.4 42.3 33.4 57.7 33.4 73.7 32.8 90.8 32.1 - - - -
80 42.0 42.0 42.0 42.0 42.7 41.6 57.3 41.6 73.4 41.3 90.4 40.6 103.0 40.6 90.1 29.0
90 59.4 59.4 58.3 58.3 58.3 58.3 58.7 58.7 73.0 57.7 90.1 57.3 102.4 57.0 111.9 52.5
95 68.2 68.2 66.9 66.9 66.9 66.9 66.9 66.9 72.7 66.2 89.7 65.9 102.0 65.5 122.8 65.5

100 76.4 76.4 76.4 76.4 75.4 75.4 75.4 75.4 75.4 75.4 89.4 74.0 101.7 73.7 116.7 71.7
104 - - 83.3 83.3 82.2 82.2 81.9 81.9 81.9 81.9 89.1 80.9 101.3 80.5 113.3 76.8
110 - - 92.5 92.5 93.2 93.2 91.8 91.8 91.8 91.8 91.8 91.8 101.0 90.4 107.8 84.6
115 - - - - 101.7 101.7 101.0 101.0 100.3 100.0 100.3 100.0 100.7 98.6 103.0 91.4
120 - - - - - - 100.0 100.0 98.6 98.3 98.6 98.3 99.0 98.6 99.0 98.6
122 - - - - - - 98.3 98.3 96.6 96.2 96.9 96.2 96.6 96.6 96.9 96.6

ZRND093DCRA
COOLING / HEATING / DEHUMIDIFICATION DATA

Table 17: ZRND093DCRA (900 CFM) Dehumidification - Supply Air 
Dew Point. 

Outdoor Air 
Temperature

(DB, °F)

Outdoor Air temperature (WB, °F)
60 63 66 69 72 75 77 80

65 53.2 53.8 54.5 - - - - -
70 49.3 54.3 54.5 54.7 - - - -
75 45.0 51.8 54.5 54.5 54.5 55.0 - -
80 39.7 47.8 54.3 54.5 54.7 55.0 55.0 62.4
90 25.5 37.9 46.9 53.8 54.7 55.0 55.0 57.6
95 14.0 31.1 42.1 50.0 54.7 55.0 55.0 55.0

100 -8.7 22.1 36.3 45.7 53.6 55.0 55.0 56.3
104 - 11.7 30.7 41.9 50.7 55.0 55.0 57.0
110 - -25.6 19.6 34.9 45.9 54.1 55.0 58.1
115 - - 3.7 27.3 40.8 50.5 55.0 59.0
120 - - - 16.5 34.9 46.4 52.2 59.9
122 - - - 10.6 32.0 44.4 50.7 58.6

The 10°F Entering Air Temperature only permitted for 900 CFM airflow rate or less.
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Table 18: ZRND153DCRA (1,500 CFM) Cooling Capacity.

Table 19: ZRND153DCRA (1,500 CFM)  Heating Capacity. Table 20: ZRND153DCRA (1,500 CFM) Dehumidification - Supply Air 
Dew Point.

Outdoor Air 
Temperature

(DB, °F)

Outdoor Air temperature (WB, °F)
60 63 66 69 72 75 77 80

65 53.2 53.8 54.5 - - - - -
70 49.3 54.3 54.5 54.7 - - - -
75 45.0 51.8 54.5 54.5 54.5 55.0 - -
80 39.7 47.8 54.3 54.5 54.7 55.0 55.0 62.4
90 25.5 37.9 46.9 53.8 54.7 55.0 55.0 57.6
95 14.0 31.1 42.1 50.0 54.7 55.0 55.0 55.0

100 -8.7 22.1 36.3 45.7 53.6 55.0 55.0 56.3
104 - 11.7 30.7 41.9 50.7 55.0 55.0 57.0
110 - -25.6 19.6 34.9 45.9 54.1 55.0 58.1
115 - - 3.7 27.3 40.8 50.5 55.0 59.0
120 - - - 16.5 34.9 46.4 52.2 59.9
122 - - - 10.6 32.0 44.4 50.7 58.6

Outdoor Air 
Temperature

(DB, °F)

Outdoor Air Temperature (WB, °F)
58 61 64 67 70 73 75 78

TC SHC TC SHC TC SHC TC SHC TC SHC TC SHC TC SHC TC SHC
kBtu/h kBtu/h kBtu/h kBtu/h kBtu/h kBtu/h kBtu/h kBtu/h

65 16.7 16.7 29.3 16.4 43.0 16.4 - - - - - - - - - -
70 25.2 25.2 28.0 24.9 42.7 24.9 57.3 24.9 - - - - - - - -
75 33.4 33.4 33.4 33.4 42.3 33.4 57.7 33.4 73.7 32.8 90.8 32.1 - - - -
80 42.0 42.0 42.0 42.0 42.7 41.6 57.3 41.6 73.4 41.3 90.4 40.6 103.0 40.6 90.1 29.0
90 59.4 59.4 58.3 58.3 58.3 58.3 58.7 58.7 73.0 57.7 90.1 57.3 102.4 57.0 111.9 52.5
95 68.2 68.2 66.9 66.9 66.9 66.9 66.9 66.9 72.7 66.2 89.7 65.9 102.0 65.5 122.8 65.5

100 76.4 76.4 76.4 76.4 75.4 75.4 75.4 75.4 75.4 75.4 89.4 74.0 101.7 73.7 116.7 71.7
104 - - 83.3 83.3 82.2 82.2 81.9 81.9 81.9 81.9 89.1 80.9 101.3 80.5 113.3 76.8
110 - - 92.5 92.5 93.2 93.2 91.8 91.8 91.8 91.8 91.8 91.8 101.0 90.4 107.8 84.6
115 - - - - 101.7 101.7 101.0 101.0 100.3 100.0 100.3 100.0 100.7 98.6 103.0 91.4
120 - - - - - - 100.0 100.0 98.6 98.3 98.6 98.3 99.0 98.6 99.0 98.6
122 - - - - - - 98.3 98.3 96.6 96.2 96.9 96.2 96.6 96.6 96.9 96.6

COOLING / HEATING / DEHUMIDIFICATION DATA
ZRND153DCRA

The 10°F Entering Air Temperature only permitted for 1,500 CFM airflow rate or less with the following restrictions:
•	Minimum 12 ton outdoor unit required for one (1) DOAS unit connected to one (1) outdoor unit.
•	Minimum 30 ton outdoor unit required for two (2) DOAS units connected to one (1) outdoor unit.
•	Maximum of two (2) DOAS units connected to one (1) outdoor unit permitted.

Outdoor Temperature DOAS
DB, °F TC (kBtu) Supply Air Temperature (°F)

14 110.3 82
18 106.7 83
21 103.0 85
23 101.2 85
27 97.5 87
30 93.9 88
32 92.0 89
34 90.2 89
36 87.7 90
39 81.9 90
41 78.9 90
43 76.0 90
47 69.2 90
50 64.5 90
54 58.6 90
57 52.8 90
61 47.0 90
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Outdoor Air 
Temperature

(DB, °F)

Outdoor Air temperature (WB, °F)
58 61 64 67 70 73 75 78

TC SHC TC SHC TC SHC TC SHC TC SHC TC SHC TC SHC TC SHC
kBtu/h kBtu/h kBtu/h kBtu/h kBtu/h kBtu/h kBtu/h kBtu/h

65 22.2 22.2 39.2 22.2 57.0 22.2 - - - - - - - - - -
70 33.8 33.1 37.2 33.1 56.6 33.4 76.4 33.1 - - - - - - - -
75 44.7 44.4 45.0 44.4 56.3 44.4 76.8 44.4 100.0 44.4 121.1 42.7 - - - -
80 56.0 55.6 56.0 55.6 56.3 55.6 76.4 55.6 99.3 55.6 120.4 53.9 136.1 53.2 131.7 40.3
90 79.2 77.8 77.8 77.8 77.8 77.8 78.1 77.8 98.6 77.8 117.4 74.0 134.4 74.0 145.7 67.6
95 91.1 88.7 89.4 88.7 89.1 89.1 89.4 89.1 98.3 89.1 122.5 88.7 136.1 85.6 159.7 83.3

100 102.0 100.0 101.7 100.0 100.3 100.0 100.7 100.3 100.7 100.3 118.7 96.6 135.8 96.6 152.2 92.1
104 - - 111.2 108.8 109.5 108.8 109.2 108.8 109.5 108.8 116.4 103.4 133.1 103.4 148.8 99.0
110 - - 123.5 122.2 124.2 122.2 122.5 122.2 122.5 122.2 114.0 113.3 130.7 113.3 140.2 105.8
115 - - - - 135.5 133.1 134.4 133.4 133.8 133.4 122.2 121.8 129.3 121.8 126.6 114.3
120 - - - - - - 120.8 118.7 119.1 118.7 119.1 119.1 119.4 119.1 119.1 118.7
122 - - - - - - 110.2 108.2 108.5 108.2 108.8 108.2 108.5 108.2 108.2 107.5

Outdoor Air 
Temperature

(DB, °F)

Outdoor Air temperature (WB, °F)
60 63 66 69 72 75 77 80

65 53.2 53.8 54.5 - - - - -
70 49.3 54.3 54.5 54.7 - - - -
75 45.0 51.8 54.5 54.5 54.5 55.0 - -
80 39.7 47.8 54.5 54.5 54.5 55.0 55.2 60.1
90 25.5 37.9 46.9 53.8 54.5 55.0 55.0 57.7
95 14.0 31.1 42.1 50.0 54.5 54.5 54.5 55.0

100 -8.7 22.1 36.3 45.7 53.6 54.5 54.5 56.3
104 - 11.7 30.7 41.9 50.7 54.5 54.5 56.7
110 - -25.6 19.6 34.9 45.9 54.1 54.1 57.0
115 - - 3.7 27.3 40.8 50.5 53.6 59.7
120 - - - 16.5 34.9 46.4 52.2 59.9
122 - - - 10.6 32.0 44.4 50.7 58.6

COOLING / HEATING / DEHUMIDIFICATION DATA
ZRND203DCRA

Table 21: ZRND203DCRA (2,000 CFM) Cooling Capacity.

The 10°F Entering Air Temperature only permitted for 2,000 CFM airflow rate or less with the following restrictions:
•	Minimum 12 ton outdoor unit required for one (1) DOAS unit connected to one (1) outdoor unit.
•	Minimum 30 ton outdoor unit required for two (2) DOAS units connected to one (1) outdoor unit.
•	Maximum of two (2) DOAS units connected to one (1) outdoor unit permitted.

Table 22: ZRND203DCRA (2,000 CFM) Heating Capacity. Table 23: ZRND203DCRA (2,000 CFM) Dehumidification - Supply Air 
Dew Point.Outdoor Temperature DOAS

DB, °F TC (kBtu) Supply Air Temperature (°F)
14 129.6 74
18 125.3 76
21 121.0 77
23 118.8 78
27 114.5 80
30 110.3 81
32 108.1 82
34 106.0 83
36 103.8 84
39 99.5 85
41 97.4 86
43 95.2 87
47 90.2 89
50 85.8 90
54 78.1 90
57 70.3 90
61 62.4 90



APPLICATION  
GUIDELINES

Location Selection / Roughing In on page 29
Mounting Dimensions / Ductwork Configuration on page 30
Service Clearances on page 31
Refrigerant / Condensate Piping Connections on page 32



29

A
pplication G

uidelines

Due to our policy of continuous product innovation, some specifications may change without notification. 
© LG Electronics U.S.A., Inc., Englewood Cliffs, NJ. All rights reserved. “LG” is a registered trademark of LG Corp.

LOCATION SELECTION / ROUGHING IN

Location Selection
DANGER

To avoid the possibility of fire,  do not install the unit in an area where combustible gas may generate, flow, stagnate, or leak. Failure to do so will 
cause serious bodily injury or death. Before beginning installation, read the safety summary at the beginning of this manual, and / or read the safety 
precautions information at the beginning of the Split Compact DOAS Installation Manual.

Do not locate the Split Compact DOAS in an un-conditioned space where the relative humidity level of the surrounding air could exceed 60% RH. 
Temperature range in the mounted location must be maintained between 55°F and 90°F DB.

Select a location for installing the unit that meets the following conditions:
Do’s
1.	 Where there is enough structural strength to bear the weight of the unit.
2.	 The location should be strong and solid enough to prevent vibration.
3.	 Operating sound from the unit will not disturb occupants.
4.	 Include enough space for service access.
5.	 Include space for drainage to ensure condensate flows properly out of the unit when it is in cooling mode.
6.	 Use a level indicator to ensure the unit is installed on a level plane.

•	Securely install threaded rod hangars (bolts) and hardware to prevent the frame from falling from its installation location. There is risk of 
personal injury from falling equipment.

•	Installation must be performed by trained service technicians and in accordance with all state, local or other applicable codes. There is risk 
of injury to personnel from incorrect installation.

•	Ensure the unit is properly installed. Incorrectly installed units can malfunction resulting in degraded performance or an inoperative unit / 
system.

•	Securely install threaded rod hangars (bolts) and hardware to prevent the chassis falling from its installation location. There is risk of equip-
ment or property damage from falling equipment.

Roughing in the DOAS
1.	 Determine the installation location. Ensure the location has enough space to 

allow necessary duct connections and maintenance access. 
2.	 Securely install the four field-provided threaded rod hangers to the overhead 

support locations. 
3.	 Hang the frame from the four field-supplied threaded rod hangers. Refer to the 

threaded rod hangar details in the figure at right. 
4.	 Use a level to ensure the frame is level and securely tighten the mounting 

nuts. 
5.	 If local code requires an auxiliary drain pan under the unit, install a field-provided 

auxiliary drain pan.
6.	 Connect ductwork to the unit as necessary. 

Flat washer for M10

Flat washer for M10

Hanging bolt
(W3/8 or M10)

Nut
(W3/8 or M10)

Nut
(W3/8 or M10)

Spring washer
(M10)

The following parts are 
field-supplied: 
Hanging Bolt - W-3/8" 
or 1/2"
Nut - W-3/8" or M10
Spring Washer - M10

Included with the Unit:
Flat Washer - M10

Figure 7: Hanging Bolt Assembly.
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MOUNTING DIMENSIONS / DUCTWORK 
CONFIGURATION

Table 24: Dimensions and Weights.

Frame 
Code Model No. Weight 

(lbs.)
Overall  

Dimensions (in.) Mounting Dimensions (in.)

W H D M1 M2 M3 M4 M5

DC
ZRND093DCRA 348

75 21.7 45.1 77.2 37.3 1.1 6.8 0.9ZRND153DCRA 403
ZRND203DCRA 403

Mounting Dimensions

AIR FLOW

M1

M2

H

M4

M5

W

M3 D

Split Compact DOAS

Figure 8: Split Compact DOAS Unit Mounting 
Dimensions.

Ductwork Configuration
When connecting ducts, insert a canvas duct between the main body and the duct.
•	Use non-combustible duct components.
•	Install sufficient insulation to prevent condensation forming on outlet duct flanges and 

outlet ducts.

The trained service technician is responsible for providing transitions to accommodate difference in sizing between the unit and the building 
ducts. Duct connections to collar-type openings can be made with S-cleats or overlapping joints. Apply caulk around each duct connection. 

•	Failure to seal duct connections can cause air leakage and system performance problems.
•	When an air duct which carries supply air or warm air passes through a combustible roof, a clearance of one (1) inch must be maintained 

between the outside perimeter of ductwork and any combustible materials, per NFPA Standard 90A.

Figure 9: Duct Connection Dimensions.

Table 25: Duct Connection Dimensions.

Frame Code Supply Air Outlet (in.) Outside Air Inlet (in.)

DC
L1 L2 L3 L4
17.6 53.8 48.9 16.5

DC
L5 L6 L3 L4
12.1 9.8 48.9 16.5

ZRND153DCRA, ZRND203DCRA 

Supply Air

Outside Air

ZRND093DCRA

Supply Air

Outside Air
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SERVICE CLEARANCES

Frame Code Fan and Motor Assembly Controller, Cycle (HR), Filter Minimum Distance Minimum Distance
A1 A2 B1 B2 C D1 D2

DC 45.6 20 45.6 22 36 96.2 50.2

Table 26: Service Clearance Dimensions.

Service Clearances
Allow service clearances as indicated in the figures below. Refer to NEC and local for minimum clearances around the unit and control panel. 
Follow local building codes for additional service clearance requirements.

Figure 10: Service Clearance Dimensions. Unit : Inch (mm)

Inlet Duct Outlet Duct
Service Access 
(Fan Assembly)

7.87 (200.7)

19.8 (502.9)

Service Access 
(Fan Assembly)

7.87 (200.7) 36 (914.4)

36 (914.4)

31
.5

 (8
00

.1
)

Figure 11: Service Clearance Dimensions - Top View.

Figure 12: Service Clearance Dimensions - Isometric  View.

Isometric View 

Service Access
(Fan and Motor Assembly)

Air Flow

 

Air Flow

Service Access 
(Sensor, Filter)

Isometric View

Top View
Service Access
(Filter, Control Box, Piping (HR) and Drain Pump)

Filter

Control 
Box Ai

r F
lo

w

Piping (HR)  
and  

Drain Pump
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REFRIGERANT / CONDENSATE PIPING 
CONNECTIONS

Refrigerant Piping Connections Figure 13: Refrigerant / Pump Drain Condensate Piping Connection 
Dimensions.Table 27: Refrigerant Pipe Connection Dimensions (in.).

Frame Code / 
Model No.

Refrigerant Pipe (Brazed)
Liquid High-Pressure 

Vapor
Low-Pressure 

Vapor
DC Dia. L2 L6 Dia. L2 L6 Dia. L2 L6

ZRND093DCRA 3/8 11.4 11 5/8 14.2 11 3/4 17.5 11
ZRND153DCRA 1/2 11.4 11 7/8 14.2 11 1-1/8 17.5 11
ZRND203DCRA 1/2 11.4 11 7/8 14.2 11 1-1/8 17.5 11

ZRND093DCRA, ZRND153DCRA, ZRND203DCRA
Low Pressure Vapor Line
High Pressure Vapor Line
Liquid Line
Drain (Pump) Line

Air Flow

Condensate Piping
Pump Drain Gravity Drain

Dia.1 Conn. L1 L5 Dia.3 Conn. L7 L8
1 / ID Plain 9.1 9.9 1 / OD NPT 13.6 0.8

Table 28: Condensate Piping Connection Dimensions (in.).

Various tools are available to assist in properly designing LG R32 systems. Refer to the “R32 Application Guide”; the “Simple Calculator for Capacity, 
Refrigerant Charge and ESP”; the “LG Air Conditioner Technical Solutions” (LATS) software program; and the local LG Sales Representative.

Condensate Piping Connections

All condensate drain connections must be properly trapped and primed 
before operating the DOAS unit. Failure to properly trap a drain will 
result in flooding the drain pan and potential water damage to the DOAS 
unit or building.

Split Compact DOAS units have a condensate piping connection for 
a factory-mounted pump, and a condensate piping connection for a 
gravity drain. 

When making condensate pipe connections, do not to exert lateral 
force on the drain nipple. Internal damage may occur. Refer to the table 
above for condensate pipe connection sizes.

Condensate Pump Connection
The factory-mounted condensate pump runs continuously while the 
unit is in cooling mode. The pump has an internal high level float 
switch that stops the unit if the water level in the pan rises too high.
Unit includes a factory-provided flexible drain hose kit with one or 
two clamps to connect the unit to the drain piping system. The hose 
can be used to connect the condensate pipe to the condensate 
pump connection ( do not sharply bend the flexible drain hose). 
Install field supplied polyethylene foam insulation 5/16 inch thick 
or greater on the flexible drain pipe and position snugly against the 
Split Compact DOAS unit. 
There is the option to direct connect a 1 NPT fitting to the drain 
pan’s gravity drain connection.

Figure 14: Gravity Drain Condensate Piping Connection Dimensions.

Air Flow Drain (Gravity) Line

Figure 15: Condensate Pump Connections.

1/50~1/100
Slope

Hanger Distance

3.3~4.9 feet Hanger Bracket

Flexible Drain Hose

Insulation

Metal
Clamp

Max. 
11-13/16 inches

PVC Piping

PVC Elbow

Drain Pump

Max. 27 in.
Lift
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CONDENSATE PIPING CONNECTIONS

Condensate Gravity Connection 
The auxiliary condensate gravity drain connection is located oppo-
site from the condensate pump piping connection. The gravity drain 
may be used instead of using the condensate pump. If the gravity 
drain is used, disconnect the DOAS condensate pump connector on 
the controller. 
•	Refer to the table on the previous page or the specifications table 

for drain pipe sizing. 
•	Verify the DOAS unit is installed with a slight cant toward the 

gravity drain connection. 
•	Remove the rubber plug before connecting the condensate line to 

the DOAS unit. 
•	Use polyvinyl chloride pipe.
•	The gravity drain line must be equipped with a condensate trap for 

proper condensate flow. Refer to the figure at right for trap details. 
•	All horizontal segments of condensate pipe should be sloped a 

minimum of 1/4 inch per foot away from the DOAS unit. 

Figure 16: Gravity Condensate Trap.

Condensate Pump Connection, continued.
•	The maximum lift of all condensate pumps is 27 in.wg. 
•	Measure lift distance from the bottom surface of the unit, NOT from the condensate pipe connection. 
•	DOAS units do not come with check valves or a backflow prevention device. If check valves are needed, they must be field supplied. 
•	Slope all horizontal condensate pipe segments a minimum of 1/4 inch per foot away from the DOAS unit.

Drain Information
If the bottom surface of the Split Compact DOAS unit is at an elevation below the receiving building drain line connection, install an inverted 
trap at the top of the condensate pump discharge riser before connection to the building drain pipe.
If the receiving drain line is mounted horizontal, connect the inverted trap to the top half of the piping. The connection point of the inverted 
trap to the building drain pipe must always be to the top half of the pipe, and must never be over 45° either side of the upper most point 
of the horizontal building drain line.
If connecting to a vertical drain line, connect the Split Compact DOAS unit condensate pump discharge line using a Y-45 fitting with the 
double end of the Y-45 fitting facing up. Include an inverted trap at the top of the DOAS condensate pump discharge riser before connection 
to the Y-45 fitting.
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GENERAL GUIDELINES

General Guidelines
•	Follow all applicable local, state, and federal wiring and installation codes.
•	Follow manufacturer’s circuit diagrams displayed on the inside of the control box covers.
•	Have a separate power supply for the DOAS units.
•	Provide a circuit breaker switch between the power source and the DOAS units.
•	Confirm power source specifications.
•	Confirm that the electrical capacity is sufficient.
•	Starting current must be maintained ±10 percent of the rated current marked on the name plate.
•	Confirm wiring / cable thickness specifications:
•	Power wiring is field supplied. Wire size is selected based on the larger MCA value, and must comply with the applicable local and national 

codes.
•	It is recommended that a circuit breaker is installed, especially if conditions could become wet or moist.
•	Include a disconnect in the power wiring system, add an air gap contact separation of at least 1/8 inch in each active (phase) conductor.
•	Any openings where the field wiring enters the cabinet must be completely sealed.

•	All power wiring and communication cable installation must be performed by trained service technicians working in accordance with local, 
state, and National Electrical Code (NEC) regulations related to electrical equipment and wiring, and following the instructions in the appli-
cable manufacturer’s installation manuals. Failure to do so will lead to electric shock, resulting in bodily injury or death.

•	Install a main shutoff switch that can interrupt all power sources simultaneously. There is risk of fire, electric shock, explosion, resulting in 
physical injury or death. 

•	Verify that main power to the unit is completely off before proceeding. Follow all safety and warning information. Failure to do so will cause 
electric shock, resulting in bodily injury.

•	Know the location of the circuit breaker. Verify that a circuit breaker or another emergency power cutoff device is present before any power 
wiring is installed to the system. Failure to do so will cause bodily injury or death.

•	 Never touch power lines or live cables before all power is cut off to the system. To do so will cause bodily injury or death.
•	Use specified wiring for connections. Undersized wiring will lead to unacceptable voltage at the DOAS unit and will cause a fire, which can 

result in bodily injury or death.
•	Ensure that external force is not imparted to terminal connections. If connections are too firmly attached, it will generate heat and / or cause 

a fire, resulting in physical injury or death. 
•	Properly ground all outdoor units and DOAS units. Ground wiring must always be installed by a trained service technician. Ground wiring is 

required to prevent accidental electrical shock during current leakage, which can cause bodily injury or death.
•	Install appropriately sized breakers / fuses / overcurrent protection switches and wiring in accordance with local, state, and NEC regulations 

related to electrical equipment and wiring, and following the instructions in the applicable manufacturer’s installation manuals. Generated 
overcurrent could include some amount of direct current. Using an oversized breaker or fuse will result in electric shock, causing physical 
injury or death. 

•	 Do not connect ground wire to refrigerant, gas, or water piping; to lightning rods; to telephone ground wiring; or to the building plumbing 
system. Failure to properly provide a NEC-approved earth ground will result in electric shock, resulting in physical injury or death.

•	Consider ambient conditions (temperature, direct sunlight, inclement weather, etc.) when selecting, installing, and connecting the power wiring.
•	Properly ground all outdoor unit and DOAS units. Ground wiring must always be installed by a trained service technician. Improperly ground 

wire can cause communication problems from electrical noise, and motor current leakage. 
•	If there is a possibility of reversed phase, phase loss, momentary blackout, or the power goes on and off while the system is operating, 

install a field-supplied phase loss protection circuit. If the system operates in reversed phase, etc., it will damage the components.
•	Install appropriately sized breakers / fuses / overcurrent protection switches and wiring in accordance with local, state, and NEC regulations 

related to electrical equipment and wiring, and following the instructions in the applicable manufacturer’s installation manuals. Generated 
overcurrent will include some amount of direct current. Using an oversized breaker or fuse will result in equipment malfunction and property 
damage.

•	 Do not connect ground wire to refrigerant, gas, or water piping; to lightning rods; to telephone ground wiring; or to the building plumbing 
system. Failure to properly provide a NEC-approved earth ground can result in property damage and equipment malfunction.
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Split Compact DOAS Power Wiring Specifications
Power wiring is field supplied. Wire size is selected based on the larger MCA value and must comply with all applicable local, state, and NEC 
regulations related to electrical equipment and wiring. 

Split Compact DOAS Power Supply Specifications
Split Compact DOAS units must have separate power and breakers than Outdoor Units. For detailed information on Multi V Outdoor Unit 
power requirements, see the Multi V Outdoor Unit Engineering and Installation Manuals on www.lghvac.com.
•	Compact DOAS units require 1Ø, 208-230V, 60Hz power, but each unit draws minimal power.
•	Where permitted by National Electrical Code (NEC) and local codes, multiple DOAS units can be powered from a single breaker.
•	Service switches typically must be installed for each DOAS unit
•	Ground each DOAS unit separately to a solid earth ground source per NEC and local code requirements.

Communications Cable Specifications (Split Compact DOAS to Main Outdoor 
Unit)
•	Communication cable from the Split Compact DOAS unit to the Main Outdoor Unit is field supplied, and is to be minimum 18 AWG x  

4-conductor wires, twisted, stranded, shielded and must comply with all applicable local and national codes. (See the Multi V Outdoor Unit 
Engineering and Installation Manuals for communication cable specifications between Main and Sub Outdoor Units.)

•	Ensure the communication cable shield is properly grounded to the Main Outdoor Unit frame only. Shield must be tied together so it is con-
tinuous and insulated to prevent grounding against DOAS unit electrical cabinet. Do not ground the communication cable at any other 
point.

•	Begin the communication cable at the main outdoor unit and route to the DOAS units in a daisy chain configuration. Do not install in a 
starburst configuration. 

•	Rated for continuous exposure of temperatures up to 140°F.
•	Maximum allowable communication cable length is 3,281 feet
•	Wiring and insulation must comply with all applicable local, state, and national codes. 

POWER SUPPLY / POWER WIRING / 
COMMUNICATIONS CABLE SPECIFICATIONS

Communications Cable Specifications (Split Compact DOAS to ACP / AC 
Smart)
If an ACP and / or AC Smart is / are connected to the DOAS, both need field-supplied communication cable that is / are a minimum 18 AWG x 
2-conductor, twisted, stranded, shielded that complies with all applicable local and national codes. 
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FIELD WIRING OVERVIEW

Split Compact DOAS Field Wiring Overview
DOAS unit installation best practices are to connect control wiring (low voltage) and then connect power wiring (high voltage). When connect-
ing the communications bus between the outdoor unit and DOAS unit(s), it does not matter what physical path or route the wire takes. The 
trained service technician may use discretion when choosing the order the components are connected to the communications bus, but must 
maintain the daisy chain and polarity configuration. 

•	Failure to follow any of these power and communication wiring guidelines or instructions will cause communications errors and unit  
malfunction.

•	 Do not apply power to the DOAS unit or any Multi V system component until authorized to do so. 

1.	 Ensure the input power is disconnected and there is no power on the power input cable. 

2.	 Remove the knockout plugs from the control box. The communications cable and the power cable must enter the control box through 
different knockout holes. 

3.	 Install a field provided plastic or rubber grommet in the knockout holes to prevent wire chaffing. 

4.	 If using a conduit, connect the conduit to the control box using field provided fittings and industry best-practice procedures. 

 
All wiring / cable to the Split Compact DOAS unit must be drawn through 
one of the knockout holes in the bottom of the floor pan immediately 
underneath the control center, or through a field-cut hole in the side of 
the unit casing.
 

5.	 Ensure the power wiring is routed separately from the commu-
nications cable to the DOAS unit’s terminal block (see figure at 
right). Do not route the communications cable near the power 
wiring. Provide at least three (3) to four (4) inches of slack cable 
at each DOAS unit. 

6.	 Connect the power wiring to the power wiring terminal block con-
nections; connect the communication cable to the communication 
cable terminal block connections. Securely tighten the terminal 
screws to prevent the conductors from coming loose from the 
terminal block. 

7.	 Polarity matters on the outdoor unit to DOAS unit communica-
tions bus, and must be maintained throughout the entire system. 
Be sure to connect:

•	IDU-A terminals (outdoor unit) to ODU(IDU)-A (DOAS unit) terminals.
•	IDU-B terminals (outdoor unit) terminals to ODU(IDU)-B (DOAS unit) terminals.
•	Central-A terminals (outdoor unit) to ODU(CEN)-A (DOAS unit) terminals.
•	Central-B terminals (outdoor unit) to ODU(CEN)-B (DOAS unit) terminals.

Split Compact DOAS

Communications

Lock nut

Conduit
Conduit 

mounting plate
Power Supply High 
Voltage (208/230 V)

Power Wiring (1 Ph, 60 Hz, 208/230 V, 3-wire)

Communication Cable (18 AWG, 2-wire)

Communication Cable- (18 AWG, 2-wire)

Figure 17: Internal Routing in Split Compact DOAS Units.
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•	Polarity matters. Always connect “A” to “A” and “B” to “B.” Cross connecting the A and B terminals will cause communications errors and 
system malfunction.

•	The terminals labeled “GND” are NOT ground terminals. The terminals labeled  ARE ground terminals.
•	Always create a wiring diagram that contains the exact sequence in which all the DOAS units are wired in relation to the outdoor unit.
•	 Do not include splices or wire nuts.
•	Always verify the communication cable is connected to a communications terminal on the outdoor unit(s). 
•	  Never apply line voltage power to the communications cable terminal block. If contact is made, the PCBs will be damaged.
•	Never connect central controllers or LG building management system gateways to the DOAS unit / outdoor unit communications cable.

See system Field Wiring Figures on next page.

Figure 18: Close Up of DOAS Terminal Blocks.
1, 500 CFM /  2, 000 CFM900 CFM

Communications Communications MOTOR 
GROUND

GROUND
Main Power 
208/230 V  
1 Phase

IDU 
(ODU)

CEN 
(ODU)BMS

Communications Communications GROUND
Main Power 
208/230 V  
1 Phase

IDU 
(ODU)

CEN 
(ODU)BMS

FIELD WIRING OVERVIEW
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FIELD WIRING OVERVIEW

Figure 19: Example of an Outdoor Unit to Split Compact DOAS Power Wiring and Communications Cable Schematic.

Figure 20: Communications Cable Between Outdoor Unit and DOAS Unit.

For more detailed information regarding Main Outdoor 
Unit to Sub Outdoor Unit communication cable con-
nections, see the Multi V i Engineering and Installation 
Manuals.
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LIMITED WARRANTY (USA)

The product’s full Limited Warranty terms and conditions and arbitration  
requirements are available at https://www.lghvac.com.
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